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AMENDMENTS TO SPECIFICATION: 

Please amend paragraphs [0012], [0019] and [0024] as shown below: 

[0012] For a reflective LCD demanding high brightness, an area ratio of the flat portion 
to the pixel region is in a range from about 20% to 70 %. and more specifically from 20% to 
70% , For a reflective LCD demanding both brightness and reflectance, an area ratio of the flat 
portion to the pixel region is in a range from about 0% to 20 %, and more specifically from 0% to 
20%. 



[0019] Fig. 2 illustrates a cross-sectional view along line I-P of Fig. L As shown in Fig. 
2, the reflective LCD 100 includes the first substrate 10 like glass substrate or any substrate as 
appropriate. The reflector 15 having the flat portion 1 1 and the convex/concave portion 13 is 
formed over the first substrate 10. As can be seen in Fig. 2. the convex/concave portion 13 is 
form ed without recessing below the bottom_surface of the flat portion 1 1 . The material of 
reflector 15 can include resin or the like. Furthermore, the reflective LCD 100 includes a second 
substrate 20 and a transparent conductive layer 19 thereon. The second substrate 20 is disposed 
opposite to the first substrate 10, and a liquid crystal layer 17 interposed between these two 
substrates 10 and 20. The transparent conductive layer 19 includes an indium tin oxide (TTO) 
layer, or the like. 

[0024] Therefore, according to different design needs, by adjusting the area ratio of the 
flat portion 1 1 to the pixel region 30, the control over the brightness and the reflectance can be 
achieved. In general, for a refl ective LCD demanding high brightness, the area ratio of the flat 
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portion to the pixel tegion is in a range from about 20% to 70%- For a reflective LCD 
demanding both of brightness and reflectance, the area ratio of the flat portion to the pixel region 
is in a range from about 0% to 20%. It follows, that the area ratio of the flat portion o f the pixel 
region can_be in a range from 0% to 70%, depending on the desired balance between brightness 
and reflectance fas noted before, and in Fig. 4, the higher the ratio of flat portion to the pixel 
region, the higher the brightness and lower the reflectance). 
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